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AFINIA L901/CP950 FIRMWARE UPDATE PROCESS 

1. Go to the Start Menu on your Computer and go to Afinia Label/Afinia L901 Printer Toolbox (You 

can also search for it in your Start Menu 

 

I.  
 

2. Once you have opened the Toolbox you will see it open your Default Web Browser showing a 

menu setup similar to below: 

 

I.  
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3. Go to the Top Row of options and select the View option to reveal a drop down list of options. 

Select User Interface 

 

I.  
 

4. Once you Select User Interface, you will see a window similar to the window pictured below. On 

the bottom of the page you will see Firmware Download and Update User Interface Options.  

 

First thing to update will be the User Interface. Select the Browse Option and Browse to the “UI 

Firmware 1.05.rpi” file you downloaded from the web.  

 

After that Select Submit and you will see on the front panel indicate the UI is Updating. Once it’s 

done it will restart the display and return to what you normally see. 

 

I.  
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5. After the UI Firmware has been updated, refresh your browser and return to this same menu 

following steps 2-3.  

 

Now you will want to update the Printer Firmware using the Firmware Download option. Same 

as before, select Browse and browse to the “XXXXX Printer Firmware 1.4.0.fbf” file (XXXXX 

indicates hardware model number).  

 

After that select Submit and you will see on the front panel the printer indicating its updating 

the Printer Firmware with a progress bar. Once it’s completed it will restart the printer. 

 

I.  
 

6. After this is complete you’ve finished updating your firmware. 


