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RUN A JOB

WARNING: Before starting a new job, always make sure the waste 
matrix from the previous job has been removed.

Do not attach the matrix from a different size label to an existing roll.
This will cause an uneven wrap which will cause the material to walk.

The pressing roller facilitates the matrix removal from the die-cut roll.
Remove it from rewinder station (there are 4 knobs to unscrew).

HOW TO INSTALL THE PRESSING ROLLER

How to install: 

1. Unscrew the 10 screws on the top of 
matrix remover module.

2. Position the matrix remover roller onto 
the matrix remover module and secure it 
properly with the 10 screws.

HOW TO INSTALL THE DISK

Mount the disk onto the core holder using 
the 4 screws.



Insert the empty cardboard core on 
the second core holder to receive 
the waste.

Set the waste core holder in its  
respective support but don’t tighten 
it.
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Insert the outer disk.

Set the core holder in its respective 
support but do not tighten it.
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Load a cardboard core onto the  
core holder to receive the finish rolls.
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Align the printer plate toghether 
with inline matrix remover.
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Required approximately two meters 
of media to load the matrix remover.
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From the 
printer

Waste

Finished rolls

At this point separate the matrix 
from liner.

8



Apply the matrix onto the waste 
core.

Continue by pulling the printed 
labels and manually turning the 
weeder mandrel until the matrix is 
wrapped around the core at least 
once.
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1. Align each empty cardboard 
directly under the new labels 

2. Tighten the roll and the guide in 
place by turning the tension knob.

Temporarily attach the label directly 
to the take-up mandrel.

This will provide the necessary 
tension in order to start the slitting 
process.
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Position the blades in between 
each column and on either edge if 
desired. 
You can alternate the position of the 
thumb screw from the top to the side 
to gain easier access. 
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Slitter module has 3 positions:

- Upper position (A), the blades are closed to allow the media loading;

- Middle position (B), align the blades with the edges and the center of the labels,
  tighten the thumb screw once the blade is in position;

- Lower position (C), the blade will penetrate and cut the media.

OPEN CLOSE

B

C

A
A

B C

WARNING: The slitter blades are exposed and VERY sharp when 
the slitter station is in the “up” position. Use extreme caution!

This black knob will lock the slitter 
module in the requested position. 
Use this knob if you decide you want 
to move the blades from right to left 
or vice versa.



Turn on the unit using the power 
switch.
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Switch off the unit, remove the 
labels that have wrapped around 
the take-up mandrel.
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Attach the labels to the core using a 
piece of tape or waste label. Turn on 
the unit again and start to printing.
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Note:
Make sure the tension on all rolls is even. If they are not even and you 
have already attached them to the core you can easily equalize them by 
loosening the tension knob on the mandrel just a little. Now turn each 
core on the mandrel until all label rolls are taut. Tighten the knob again.

AT THE END OF JOB

When the roll is finished, the unit automatically stops when the contact on the dancer 
arm touches the screw on the base.
You will also hear an audible tone.

Remove the finished rolls from the take up location. Separate the finished rolls. Some 
interleaving may occur.
This is normal.

Finally, remove the waste matrix mandrel and discard the matrix and the core.
We do not recommend reusing the same core with matrix from a previous job still 
attached.

HOW TO ADD OR REMOVE A BLADE HOLDER

Keep out the iron slide bar unscrewing 
the thumb screw.
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Slide in or out the blade holder.
Relocate the slide iron bar in its 
position and rescrew the thumb screw.
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REPLACING SLITTER BLADES

Loosen the two screws holding the blade 
in place.

Replace the blade.

Fix back the screw to holding the blade in 
place. 




